Hamlet Range Technical Data Sheet BH"}KW"HKS

Characteristic Initial Rate Coefficient
Core Units per Unconfined WAL of of Lime
Product Product Dimension Length Width Height Dimensional - Cold Water . . Durability Slip Liability to s
Range Name Illustration Satch (mm) (mm) (mm) Categor Vel SR CaiiAEssie Absorption (ESEIRiE S Class Resistance Efflorescence g
9 gory Metre Strength (f (n/l; (IRA) e’'Factor Liability
'uc) MPa i (kg/m2 min) (mm/m)
: Exposure . .
Hamlet Ash TAS 230 76 65 DPA1 Solid 57 750 NA <15 1to8 <1.2 Grade P5 Slight Slight 180/180/90
. " Exposure " "
Hamlet Sepia TAS 230 76 65 DPA1 Solid 57 750 NA <15 1to8 <1.2 Grade P5 Slight Slight 180/180/90
i Exposure " "
Hamlet Bowral Blue TAS 230 76 65 DPA2 Solid 57 750 NA <10 1to8 <1.2 Grade P5 Slight Slight 7.78 180/180/90

This Data represents average results from commercial production lots.
If specific test results are required, sample should be taken from current production lots.
AUSTRALIAN STANDARD TEST METHODS AS/NSZ 4456 ARE USED AS APPLICABLE.

Please note: FRL applies up to 3m high - restrained on top and bottom.



