
Bowral 76 Range Technical Data Sheet
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LRV FRL

Bowral 76 Embassy Red TAS 230 110 76 DW1 3.8 Solid 48.5 384 >8 <15 1 to 8 <1.2
Exposure

Grade
Nil to slight

Nil to
slight

11.1 180/180/90

Bowral 76 Murray Grey TAS 230 110 76 DW1 3.8 Solid 48.5 384 >12 <10 1 to 8 <1.2
Exposure

Grade
Nil to slight

Nil to
slight

18 180/180/90

Bowral 76 Gertrudis Brown TAS 230 110 76 DW1 3.8 Solid 48.5 384 >12 <10 1 to 8 <1.2
Exposure

Grade
Nil to slight

Nil to
slight

11.44 180/180/90

Bowral 76 Bowral Brown TAS 230 110 76 DW1 3.8 Solid 48.5 384 >12 <10 1 to 8 <1.2
Exposure

Grade
Nil to slight

Nil to
slight

14.11 180/180/90

Bowral 76
Renovation

Gertrudis Brown
TAS 230 110 76 DW1 3.8 Solid 48.5 384 >12 Nil to slight

Nil to
slight

180/180/90

Bowral 76
Chillingham

White
TAS 230 110 76 DW1 3.8 Solid 48.5 384 >8 <15 1 to 8 <1.2

Exposure
Grade

Nil to slight
Nil to
slight

66.44 180/180/90

Bowral 76 Hereford Bronze TAS 230 110 76 DW1 3.8 Solid 48.5 384 >12 <10 1 to 8 <1.2
Exposure

Grade
Nil to slight

Nil to
slight

17.33 180/180/90

Bowral 76 Bowral Blue TAS 230 110 76 DW1 3.8 Solid 48.5 384 >12 <10 1 to 8 <1.2
Exposure

Grade
Nil to slight

Nil to
slight

7.78 180/180/90

Bowral 76
Simmental

Silver
TAS 230 110 76 DW1 3.8 Solid 48.5 384 >8 <15 1 to 8 <1.2

Exposure
Grade

Nil to slight
Nil to
slight

33.33 180/180/90

Bowral 76 Capitol Red TAS 230 110 76 DW1 3.8 Solid 48.5 384 >12 <10 1 to 8 <1.2
Exposure

Grade
Nil to slight

Nil to
slight

16.78 180/180/90

Bowral 76
Brahman
Granite

TAS 230 110 76 DW1 3.8 Solid 48.5 384 >12 <10 1 to 8 <1.2
Exposure

Grade
Nil to slight

Nil to
slight

10 180/180/90

Bowral 76 St Pauls Cream TAS 230 110 76 DW1 3.8 Solid 48.5 384 >8 <15 1.0-4.0 <1.2
Exposure

Grade
Slight Slight 41

This Data represents average results from commercial production lots.

If specific test results are required, sample should be taken from current production lots.

AUSTRALIAN STANDARD TEST METHODS AS/NSZ 4456 ARE USED AS APPLICABLE.

Please note: FRL applies up to 3m high - restrained on top and bottom.


